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Inquiry form for PA butterfly valves selection
	Organization:
	
	Contacts:
	


Table №1

	№
	Butterfly valve name
(designation according to the PromArm’s catalog)


	Design type:
- with symmetric disc
- with double offset
- with triple offset
- with coated disk and body
	Body material: 
- cast iron
- steel
- stainless steel
	Connection:
- wafer
- flanged
- welded
- with threaded eyelets
	Actuator type:
- handle
- reduction gear
- electric actuator
- pneumatic actuator
- none
	Working media 
(chemical composition, presence of admixtures)
	Working media temperature,
°С

	Environment temperature,
°С

	Flanges and bindings
(steel,

 standard)
	DN,
mm
	PN,
kgs/
cm2
	Qty
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Electric actuator characteristics







                   Pneumatic actuator characteristics
	Position according to table №1
	Operation mode
	Variant
	Reaction time, 
s
	Power supply,
 V
	Handwheel
	Position sensor
	 
	Position according to table №1
	Control pressure, kgs/cm2
	Variant:
	Optional extra

	
	shut off
	control
	explosion-proof
	general
	
	
	
	current
	rheostat
	inductive
	 
	
	
	double action
	НО
	НЗ
	pressure reduction gear
	Positioner
	limit switches
	solenoid

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	 
	 
	 
	 
	 


	Additional requirements:
	


